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TECHNICAL INFORMATION

strate how to read two different rypes of .b.rancl'mg that may appear an C d
the side of the rally tyres. Nominal section Nominal rim diameter,
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width expressad epreseos tho ratho botwoon e conetruc tion evpregsed in inchos
in mm n:ﬂm I'nlgﬂt {in: mm) &nd tha
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the vehicle, such as camber and convergence. We recommend measuring the
temperatfure af three different points: Inner (innermost side of the vehiche),

centra, external tread. In particular, average temperatures must be tha ones
shown in the table, the differance between the values measured internally, in
the centre and externally must be maximum 20°, while the difference batween
the front and rear axis must be no more than 25°. If these values are excee-

ded, we recommend a different final compound should be used or the vehi-
cle's geomelry should be adjusted,




COMPOUND SURFACE CONDITION TEMPERATURE

WORKING

HIRKUNESS TEMPERATURE

MEDIUM DUMP 5|0 |5 (10(15 20| 25|30 |30+

20° - 60°
50°- 907
BOF - 120°

RE 7/MN3

Pressure

usually in the range of 2.2 - 2.5 bar.
Initial inflation prassurus var}' in order to obtain these vafues, dependmg on whether the

18 | i g Iz : prene
Jjected fo m-cmase ths workmgprasswa musi be mcmasad lower values !ﬁa’: caId I.‘yras Tha a?ﬁsm:cs will depwd on the type of haarar Ihs time it
In any cass, tyres should not be used at pressures below 1.8 bar, remains and the environmental conditions.

Using excessively low pressures would bring about the breaking of the tyre due fo




RECOMMENDATIONS FOR HAND CUTTING AND RX TREAD

OUTEDE pASIS  NEIDE

OUTSIDE NEIDE OUTSIDE INSIDE  DUTSIDE NSIDE  OUTSIDE EIDE
BASIS CUT 4 cuTr 2 cuT3a

DAY s————— WET———— = MUD

WEDE  OUTEIDE gqyrg  RBIE
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