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TECHNICAL INFORMATION

strate how to read two different rypes of .b.rancl'mg that may appear an C d
the side of the rally tyres. Nominal section Nominal rim diameter,

225 600

Nominal saction Tyre's tachnical ssres This Fadial Nominal rim diamiatar,

width expressad epreseos tho ratho botwoon e conetruc tion evpregsed in inchos
in mm n:ﬂm I'nlgﬂt {in: mm) &nd tha
m-middh n mm




the vehicle, such as camber and convergence. We recommend measuring the
temperatfure af three different points: Inner (innermost side of the vehiche),

centra, external tread. In particular, average temperatures must be tha ones
shown in the table, the differance between the values measured internally, in
the centre and externally must be maximum 20°, while the difference batween
the front and rear axis must be no more than 25°. If these values are excee-

ded, we recommend a different final compound should be used or the vehi-
cle's geomelry should be adjusted,




- faces. Even though this tyra has
the minimum percentage of
ves pa!mittad b |nlarnatmnal
surfaces Ihmks to its Ionglt!.ldnai
rooves. It cam be cut further for
rain conditions.

Eﬂmh‘uwundyadmm
with the minimum percanta-
nfgmupamﬂadb',rmna

afnﬁwuptmmmﬂmmbh FE:n
races with no imitations on the num-
ber of treads. available.

An evoltion of the RS tread which
increases rigidity and duration
wen fl.rlhﬂ' in the same conditions

Traad io-r all conditions of use, from
dry to thoroughly wet surfaces.
It can be r hand-cut for betier

water dramaga in pouring rain
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Using excassively Jow pressures would bring about the bresking of the tyre due to



















